
EXISTING CONDITIONS AND PROPERTY LINE INFORMATION FROM "PROPOSED PLOT PLAN, #55 CONCORD 
AVENUE", 1/25/2016, BY ROBER SURVEY, ARLINGTON MA.  REFER TO THAT PLAN FOR EXISTING CONDITION 
INFORMATION THAT MAY NOT BE SHOWN ON THIS PLAN.

BEFORE EXCAVATIONS, ALL UILITIES MUST BE NOTIFIED (SEE MGL CHAPT. 82, SEC. 40).  CONTRACTOR TO 
NOTIFY "DIG SAFE" AT 1-888-344-7233 BEFORE BEGINNING WORK.

DIMENSIONS WITHOUT DECIMAL POINTS ARE .00.

ALL DISTURBED AREAS ARE TO BE STABILIZED BY GRASS, MULCH, OR PLANTINGS.
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NOTES:

WESTCOTT SITE SERVICES IS NOT RESPONSIBLE FOR THE CONTRACTOR'S MEANS AND METHODS OF 
CONSTRUCTION, NOR FOR THE SAFETY OF THE CONTRACTOR'S WORKERS AND THE PUBLIC, NOR FOR THE 
FAILURE OF THE CONTRACTOR TO CARRY OUT THE WORK IN ACCORDANCE WITH THE CONTRACT DOCUMENTS.

ANY MODIFICATIONS TO THIS DRAWING WITHOUT THE APPROVAL OF WESTCOTT SITE SERVICES SHALL 
RENDER IT VOID AND UNUSABLE.

THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING ACCURATE AS-BUILT INFORMATION OF ALL WORK, WITH 
ADDED DETAIL FOR UNDERGROUND CONSTRUCTION OF UTILITY LINES, SERVICES, AND CONNECTIONS.  SUCH 
INFORMATION SHALL INCLUDE APPROPRIATE TIES TO ABOVE GROUND PERMANENT STRUCTURES, FIELD 
SURVEY COORDINATES, OR OTHER METHOD OF ESTABLISHING THE AS-BUILT LOCATION.
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APRIL 14, 2016

EXISTING CONDITIONS RUNOFF, CFS

2yr         10yr       100yr
0.11       0.23       0.54

NORTH WATERSHED

2yr         10yr       100yr
0.06       0.11       0.23

SOUTH WATERSHED

PROPOSED CONDITIONS RUNOFF, CFS

2yr         10yr       100yr
0.13       0.24       0.53

NORTH WATERSHED

2yr         10yr       100yr
0.05       0.10       0.21

SOUTH WATERSHED

LEGEND

SF SILTFENCE

SOIL FOR THE ENTIRE SITE HAS 
BEEN MAPPED BY THE USDA AS 
SCIO-URBAN LAND COMPLEX, 
HSG B to D.  TYPE C WAS USED 
FOR HYDROLOGIC 
CALCULATIONS.

PROPOSED DRAINAGE PLAN
1"=20' 1"=20' 1"=20'
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CULTEC R-150XLHD SECTION
NTS

4 OZ. NON-WOVEN FILTER FABRIC
AROUND STONE. TOP AND SIDES

RECHARGER 150XLHD
HEAVY DUTY CHAMBER

1 - 2 INCH DIA. WASHED,
CRUSHED STONE

6" MIN. 33"

6" MIN.

18.5"

6" MIN.

FINISHED GRADE

12" MIN.

6" MIPT DR35 with
6" F/A DR35

Inspection Port
6" PVC Pipe Riser SCH40 or DR35

Cultec Inspection Cover
Cast Iron Frame

6" Internal
Coupling

Pavement

INSPECTION PORT DETAIL

8" PVC
24x8x24

PVC
TEE

8" CONC. COLLAR
SETTING RING

STONE SETTING BED

NEENAH 24" ROUND CB 
LIGHT DUTY GRATE, OR  
EQUIVALENT AS 
OVERFLOW OUTLET

OUTLET
STRUCTURE

WSS
RTW PE Stamp
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